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Access Control Instruction
(with infrared remote control operation)

Technical Parameter：
1. Plastic body case
2. Operating Voltage: DC9V－DC24V ; Standard Current: <80mA
3. ID card or EM compatible card, read distance: 0－10CM （distance
depends on the coil and the installation environment）
4. Capacity：master card 1pcs, user card 2000pcs（can be extend to
10000 users）
5. Delete user card alone by infrared remote control
6.Open mode: swipe card, door exit switch
7.Output： relay output; unlock time 1sec、 5secs、 15secs、
reverse （swipe card open, swipe card again to close） total 4 ways
8. Bidirectional input-output Wiegand 26 interface; can be connect to
external Wiegand reader; it can be wiegand reader use.
9. Operating Temperature：－30℃—60℃; remote control receiver
distance:3M; standby, the red light to flash off frequency is 1HZ
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1. Issuing user card operation
1.1System initialization (only first time use；master card or
delete card, password lost operation）
Power off——>Turn the No.1 dial code to the position of ON, power
on （light flash with sound tip）——> Turn the No.1 dial code to the
position of OFF,（light does not flash, no buzzer sound）——> swipe
new card, it is master card, The remote control password will be
recoveried 123456 as default. (This operation does not cause the
loss of original user card)
1.2 Issue user card
Swipe master card one time（one sound, blue light flashes）
——>continuously swipe card, these cards are user cards（one
sound and green light flash one time）——>swipe master card again
to exit the state.
We suggest keeping well the card number for future management.
2. Delete user card(Only for user card is not lost case; please
refer to the infrared remote control operation if user card is lost.)
Swipe master card 2 times in 3 seconds（one sound, red light
flashes）——> continuously swipe card which need to delete,（one
sound and green light flash one time）——> swipe delete card again
to exit the state.
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3. Delete all user cards
Keep master card on the reader 5 seconds, red and blue lights flash
continually——>take away master card after one long sound buzzer,
all user cards are deleted.

Infrared Remote Control Operation:(Remote control can replace
the master card to add/delete the card)
Notice: we use " XXXXXX" as system password, "XXXXXXXXXX” as
the 10 Nos. number of ID card
1. Enter system: press * XXXXXX # ——> Green light turns
on. （XXXXXX will be password, default system password is
123456）
2. Add user card: press key 1, blue light flashes, press
XXXXXXXXXX #, or swipe card directly, press * to exit state
3. Delete user card: press key 2, red light flashes, press
XXXXXXXXXX #, or swipe card directly, press * to exit state
4. Modify the System Password: press key 3, XXXXXX（6 Nos. new
password）#, with buzzer emits sounds and exit the state
automatically.
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5. Open NO/NC function：press key 4, the system will exit
automatically (swipe user card again or press the exit switch one time
to cancel NO/NC function）
6. Delete all user cards: press key 7, the system will exit
automatically, with buzzer sounds times
Remark: Any time you press * or without operation within 15 seconds
it will exit the system automatically. When under the
remote control state, the blue light turns on, if it is valid to press the
key, there is one sound, blue light flashes one
time; If it is invalid key, there are two sounds and red light flashes two
times.
LED Tips
1. Swipe the valid user card to open the door (blue light flashes one
time with one sound)
2. Press the exit switch to open the door (blue light flashes one time
with one sound)
3. Light flashes all the time, it means there is card beside, please
move it
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